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DC Voltage 600mV/6V/60V/600V/1000V +(0.5% +5)
AC Voltage 600mV/6V/60V/600V/750V +(1.5% +30)
DC Current 60mMA/400mA +(1.0% +5)
AC Current 60mMA/400mA +(1.5% +30)
) 6000Q/6kQ/60kQ/600kQ +(1.2% +5)
Resistance
6MQ/60MQ +(2.0% +20)

Capacitance

6NnF/60nF/600nF/6uF/60uF/600uF/
6mF/60mF

+(5.0% +20)

660.0Hz/6.600kHz/66.00kHz

+(1.5% +5)

Frequency

>10kHz

-30°C~1300°C +(1% +2)
Temperature

-22°F~2372°F +(1% +4)
Outp 0

0 > © ° i

50V (0~20%) 0 5Ma 00D ImA@50K +(3%+5)

5~50MQ 0.1MQ

0~5MQ 0.01MQ
100V (0~20%) | 5~50MQ 0.1MQ 1mA@100K +(3%+5)

50~100MQ 1MQ
250V (0~20%) | 22MQ OIMA 1) a@250k | #(3%+5)

25~250MQ 1MQ
500V (0~20%) d*S0ME 22Nt ImA@500K +(3%+5)

50~500MQ 1MQ

gooNa 02 Mty ImA@1000K +(3%+5)
1000V (0~20%) | 50~500MQ 1MQ

0.5G~2.0GQ 0.1GQ +(5%+5)
Display counts 6600
Auto Ranging |Auto & Manual @
APO Auto Power Off [ ]
True RMS For AC Voltage & AC Current )
DAR/PI For Insulation mode [ ]
REL Relative Measurement [ J
Continuity Buzzer <50Q o
Diode 2.7V ®
LPF Low Pass Filter Function (1kHz) [ ]
LOCK Press Lock [ J
Data Logging 100 groups (]
Data Recording ®
MAX/MIN/AVG ®
Data Hold [ J
Display Backlight [ J
LBD Low Battery Display (]

Power Supply

4x1.5V AA Batteries

Product Size

205mmx102mmx58mm/8.1”x4.0”x2.3”

Product Weight

390g/0.861b

Safety Rating

CAT I11 1000V / CAT IV 600V RoHS
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