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Specifications

Specifications

Range

MS8209

Accuracy

Auto Ranging
Multimeter
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DC Voltage 400mV/4V/40V/400V/600V +(0.7%+2)
AC Voltage 4V/40V/400V/600V +(0.8%+3)

40mA/400mA +(1.2%+3)
DC Current

10A +(2.0%+10)
ACC . 40mA/400mA +(1.5%+5)
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4000Q/4KQ/40KQ/400KQ/4MQ
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AnF/40nF/400nF/4pF/40uF/200uF
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Frequency

CAT Il 600V
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9.999Hz

+(2.0%+5)

99.99Hz/999.9Hz/9.999kHz

+(1.5%+5)

99.99kHz/199.9kHz

+(2.0%+5)
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Tack in only
>200kHz as referance
Duty Cycle 0.1%~99.9% +3.0%
Temperature(°C) |-20°C~1000°C +(2.0%+1)
Relative Humidity |30%~90% +5.0%RH
35dB~100dB
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Features

4000Lux/40000Lux

+(5.0%+10)

Display counts 4000
Auto Ranging Auto & Manual [ J
APO Auto Power Off [ J
Diode 2.5V [ J
Continuity Buzzer|<400Q [ J
REL Relative Measurement [}
Data Hold [ J
LBD Low Battery Display (]
Display Backlight [ ]

General
Power Supply

1x9V 6F22 Battery

Product Size

158mmx78mmx39mm/6.2”x3.1”x1.5”

Product Weight

260g/0.55Ib

Safety Rating

CAT 111 600V RoHS
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